
Product Comparison Charts
®



•	 Uncompromised quality with your satisfaction guaranteed

•	 Innovative, practical, patent-pending designs from  
our in-house R&D team

•	 The largest selection of 95+ CRI LED tape lights  
on the market

•	 Customized products and installation plans designed to  
your specifications

•	 Lightning-fast quotes and ship times to keep your projects  
on track

•	 Support teams trained and empowered to make your 
purchase journey a pleasure

•	 A business philosophy built on agility, product and process 
innovation, active listening, shared knowledge,  
and long-term relationships built on trust

•	 Driven to help our customers and our employees  
be wildly successful

Simply put, if you aren’t delighted with our 
products and services, we will make it right.

That’s our promise.

®





PrimaLine® LED Tape Lights Comparison
White Light LED Tape Lights

Note: Tape lights are actual size. Ampchamp connectors can only be used with dry location tape lights.

PrimaLine 1.5
PrimaLine 1.5 XT 

Long-Run
PrimaLine 2.5 

COB PrimaLine 2.7 LP PrimaLine 3 PrimaLine 3 XT
Long-Run

Lumens per 
Foot 87-121 87-121 286-355 160-224 170-244 167-244

Tape Width
Dry   Wet

  0.32 in.    0.40 in.
   8 mm.     10 mm.

Dry   Wet
  0.47 in.    0.58 in.
   12 mm.   15 mm.

Dry
0.32 in.
8 mm.

Dry
 0.40 in.
 10 mm.

Dry   Wet
   0.32 in.    0.40 in.
   8 mm.     10 mm.

Dry   Wet    
 0.47 in.  0.58 in.
 12 mm.  15 mm.

Maximum
Run

12V   24V
34 ft.      67 ft.

24V
82 ft.

24V
27 ft.

24V
18 ft.

12V   24V
 21 ft.      33 ft.

24V
50 ft.

Color 
Temperature

12V   24V

2700K
3000K
4200K
5000K

2200K
2400K
2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

2200K
2400K
2700K
3000K
4200K

12V          24V

2700K
3000K
4200K
5000K

2200K
2400K
2700K
3000K
3500K
4200K
5000K

Red
Green
Blue

24V

2700K
3000K
3500K
4200K
5000K

Voltage 12V
  

24V 24V 12V
  

24V 24V

Location
Dry 

Wet (12V Only)

Dry

Wet
Dry

Dry

Wet

AmpChamp
Connector

Straight
Corner
Up/Down

Straight
Straight
Corner
Up/Down

Warranty
WA
RRANTY

YEARS

6
WA
RRANTY



PrimaLine 4.4
 Gen 2

PrimaLine 4.4 XT 
Long-Run Gen 2 PrimaLine 5.5 LP PrimaLine 6.6

Gen 2
PrimaLine 7 PrimaLine 8

Gen 2 RazorLine 3.7 RazorLine 
Neon 300

294-379 294-379 457-477 631-835 534-779 810-1,106 271-350 291-328

Dry  
 0.40 in.
 10 mm.

Dry   Wet
 0.40 in.    0.47 in.
 10 mm.   12 mm.

Dry  
 0.40 in.
 10 mm.

Dry  
 0.55 in.
 14 mm.

Dry  
 0.40 in.
 10 mm.

Dry  
 0.87 in.
 22 mm.

Dry  
 0.16 in.
 4 mm.

Damp
 0.24 in.
 6 mm.

24V
26 ft.

24V
40 ft.

24V
13 ft.

24V
20 ft.

24V
22 ft.

24V
20 ft.

24V
16.4 ft.

24V
10 ft.

24V

2700K
3000K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
4200K
5000K

24V

2200K
2400K
2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

2700K
3000K
3500K
4200K
5000K

24V

Dry
Dry

Wet
Dry

Straight
Corner
Up/Down

Straight
Straight
Corner
Up/Down

Straight

WA
RRANTY

YEARS

6
WA
RRANTY



Radialux® LED Tape Lights Comparison
RGB and RGBW LED Tape Lights

Radialux 2.2 
RGB

Radialux 4.2 
COB RGB

Radialux 4.4 
RGB

Radialux 4.4 
RGBW

Lumens per 
Foot 83 211 193 233

Tape Width
Dry  Wet

0.40 in.   0.47 in.
10 mm.   12 mm.

Dry
0.40 in.
10 mm.

Dry  Wet
0.40 in.   0.47 in.
10 mm.  12 mm.

Dry  Wet
0.55 in.   0.63 in.
14 mm.  16 mm.

Maximum
Run

24V
16.4 ft.

Color 
Temperature RGB RGBW

Voltage 24V

Location
Dry

Wet
Dry

Dry

Wet

AmpChamp
Connector Straight Straight

Straight

Corner

Warranty
WA
RRANTY

YEARS

6
WA
RRANTY

YEARS

WA
RRANTY

YEARS

4
WA
RRANTY

YEARS

6
WA
RRANTY

Note: Tape lights are actual size. Ampchamp connectors can only be use with dry location tape lights.



Radialux 4.7  
LP RGBW

Radialux 5.9 
RGBW

Radialux 8.8  
RGB

Radialux 8.8  
RGBW

229 344 349 493

Dry
0.40 in.
10 mm. 

Dry  Wet
0.55 in.    0.63 in.
14 mm.  16 mm.

Dry
0.80 in.
20 mm.

Dry
0.80 in.
20 mm.

24V
16.4 ft.

24V
20 ft.

24V
13 ft.

RGBW RGB RGBW

24V

Dry
Dry

Wet
Dry

Straight

Corner
Straight

WA
RRANTY

YEARS

6
WA
RRANTY



Varien® LED Tape Lights Comparison
Dim-to-Warm LED Tape Lights

Note: Tape lights are actual size. AmpChamp connectors can only be used with dry location tape lights.

Varien 1.2 XT  
Long-Run

Varien 2.7 Varien 5.5 Varien 8

Lumens per 
Foot 72 Maximum 88-232 482 Maximum 747 Maximum

Tape Width
Dry   

 0.47 in.
 12 mm.

Dry   Wet
  0.47 in.    0.63 in.
  12 mm.    16 mm.

Dry
 0.47 in.
 12 mm.

Dry
 0.47 in.
 12 mm.

Maximum
Run

24V
40 ft.

24V
22 ft.

24V
16.4 ft.

24V
12 ft.

Color 
Temperature

3000K1800K

Voltage 24V

Location Dry
Dry

Wet
Dry

AmpChamp
Connector

Straight
Corner
Up/Down

Warranty
WA
RRANTY

YEARS

6
WA
RRANTY



PowerLine™ AC Tape Lights Comparison
120V High Voltage Tape Lights

PowerLine 400 AC PowerLine 300 AC PowerLine 200 Gen 2

Lumens per 
Foot Up to 383 Up to 337 Up to 272

Cut Point
Increments

4 in. 12 in.

Tape Width 0.60 in.
15 mm.

Maximum
Run

164 ft.

Connection
Type

Hard-Wire       Plug-In

Junction 
Box

Use Any NEC 
Certified Junction Box

(Hard-wire Connection Only)

Color 
Temperature

2700K
3000K
4200K

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4200K

Voltage 120V

Location
Dry

Wet

Warranty
WA
RRANTY

YEARS

5



PrimaLine Neon 200 TB
Radialux Neon 200 TB

PrimaLine Neon 100 SB
Radialux Neon 100 SB

PrimaLine Neon 200 TB Radialux Neon 200 TB PrimaLine Neon 100 SB Radialux Neon 100 SB

Lumens per 
Foot 159-177 143 110-115 77

Cut Point
Increments 2 in. 2.46 in. 2 in. 2.46 in.

Tape Width 0.51 in.
13 mm.

0.51 in.
13 mm.

0.47 in.
12 mm.

0.47 in.
12 mm.

Maximum
Run 32 ft. 16.4 ft. 32 ft. 16.4 ft.

Color 
Temperature

2600K
3000K
4100K
Red
Blue

RGBW

2600K
3000K
4100K
Red
Blue

RGBW

Connection 
Options

DIY

Custom
Custom

DIY

Custom
Custom

Voltage 24V

Location
Dry

Wet

Warranty
WA
RRANTY

YEARS

5

PrimaLine and Radialux Neon Tape Lights Comparison
Tape Lights with Built-in Diffuser



AmpChamp Connectors Comparison
Terminal Style Connectors for LED Tape Lights

Standard Corner Up/Down RGB RGBW

Mounting 3M™ VHB™ tape 
(Pre-installed)

3M™ VHB™ 
tape 

(Pre-installed)
N/A

3M™ VHB™ 
tape 

(Pre-installed)

3M™ VHB™ 
tape 

(Pre-installed)

Tape Light 
Compatibility

RazorLine 3.7

RazorLine Neon 300

PrimaLine 1.5

PrimaLine 1.5 XT

PrimaLine 2.7 LP

PrimaLine 3

PrimaLine 3 XT

PrimaLine 3 SE

PrimaLine 4.4 Gen 2

PrimaLine 4.4 XT 
Gen 2

PrimaLine 5.5 LP

PrimaLine 7

PrimaLine 6.6 Gen 2

PrimaLine 8 Gen 2

PrimaLine 2.5 COB

Varien 1.2 XT

Varien 2.7

Varien 5.5

Varien 8

Radialux 2.2 RGB

Radialux 4.4 RGB

Radialux 4.4 RGBW

Radialux 5.9 RGBW

Radialux 8.8 RGB

Radialux 8.8 RGBW



LED Tape Light Channels Comparison

Surface-Mount

AL-50-03-

Surfa® 1
Surface-Mount

AL-50-16-

AL-50-27- AL-50-28-

AL-50-16- AL-50-20- AL-82-01-

AL-50-04- AL-50-15- AL-50-05-

Surfa 2
Corner-Mount

Surfa 2X
Corner-Mount

Surfa 3
Surface-Mount

Surfa 6
Surface-Mount

Polymer
Surface-Mount

Surfa 6 Surround
Surface-Mount

Surfa 7
Surface-Mount

L-shaped Channel - Small
Surface-Mount

L-shaped Channel - Large
Surface-Mount

0.71 in.

0.28 in.0.48 in.

0.85 in.

0.71 in.

0.33 in.

0.60 in.

0.45 in.

0.24 in.

1.19 in.

0.81 in
. 1.19 in.

0.63 in.

0.42 in
.

0.63 in.

0.85 in.

0.88 in.

0.71 in.

0.89 in.

0.37 in.

0.71 in.

0.70 in.

0.49 in.

0.60 in.

0.43 in.

0.39 in.

0.51 in.

0.55 in.

0.59 in.

0.55 in.

0.67 in.

0.71 in.



SuspendedIn-Ground Recessed

In-Wall

AL-50-09-

AL-50-01- AL-50-02- AL-50-08-

AL-50-29-

AL-50-18-

AL-50-30-

AL-50-10- AL-50-11-

AL-50-17-

Ankr 1
In-Wall

Ankr 2
In-Wall

Ankr 3
In-Wall

Ankr 4
In-Wall / Mud-In

Duro 1
In-Ground

Duro 2
In-Ground

Suspan 1 Gen 2
Suspended

Mudr 1  
In-Wall

Naro 4
Recessed

Mudr 2
In-Wall

1.14 in.

0.33 in.

0.89 in.

0.71 in.

3.30 in.

1.30 in.

0.56 in.

1.38 in.

2.80 in.

0.56 in.

0.88 in.

0.80 in.

0.90 in.

0.72 in.

0.49 in.

0.53 in.

0.95 in.

0.49 in.

0.72 in.

0.75 in.

0.53 in.

1.74 in.

1.38 in.

1.32 in.

1.58 in.1.20 in.

2.36 in.

1.77 in.

1.67 in.

0.83 in.

0.58 in.

0.87 in.

0.48 in.

1.10 in.

0.40 in.

0.87 in.

0.48 in.

1.06 in.

1.42 in.

1.23 in.

1.50
in.

Up
to

10
ft.



Dimmable Drivers Comparison

Driver Family PowerFactor™ PowerFactor
4-in-1

PrimaVolt
PrimaVolt

No Minimum 
Load

0-10V Driver ELV
Dimmables

Input Voltage 120-277V AC 120-277V AC 120V AC 120V AC 120V AC*
100-277V AC 120V AC

Junction Box
NEMA 4X 
Integrated 

Junction box

NEMA 4X
 Integrated 

Junction box
N/A Junction Box

Included
Junction Box

Included N/A

Warranty
WA
RRANTY

YEARS

6
WA
RRANTY

WA
RRANTY

YEARS

5

Load Range 10-100% 10-100% 60-100% 0-100% 0-100% 0-100%

Dimming 
Technology

• ELV
• MLV

• ELV
• MLV
• 0-10V
• 1-10V

• ELV
• MLV
• Incandescent

• ELV
• MLV
• Incandescent

• 0-10V • ELV

Models
Available

12V
Output

12W

20W

24W

   30W 30W           30W

45W

48W

  60W 60W           60W          60W 60W

80W          80W        

120W        120W           120W         120W       

300W (5*60W)  

24V
Output

20W 20W (*120V only)

24W

  30W 30W           30W

45W

48W

  60W 60W           60W          60W 60W        60W

80W          80W        80W        

96W          96W           96W        96W        

100W         

150W         150W          150W       150W       

192W (2*96W) 192W (2*96W) 

200W         200W         200W       200W       

288W (3*96W) 288W (3*96W) 

300W         300W         

384W (4*96W) 

= Wet Location Rated (See product pages for ratings.)



Non-Dimmable Drivers Comparison

Driver Family PowerFactor
Non-Dimmable

Mean Well  
Non-Dimmable Drivers Plug-In Adapters

Input Voltage 100-277V AC 120V AC 100-240V AC

Junction Box NEMA 4X Integrated Junction box

Warranty
WA
RRANTY

YEARS

6
WA
RRANTY

WA
RRANTY

YEARS

2
WA
RRANTY

Load Range 0-100% 0-100% 0-100%

Models
Available

12V
Output

36W                           36W

60W                           60W

100W                          

120W                          

24V
Output

30W                           

36W                           36W

60W                           60W                           60W

                 80W                            

96W                           96W

100W                             

151W                          

200W

192W (2*96W)                  

288W (3*96W)                  

= Wet Location Rated (See product pages for ratings.)



Email: solutions@AlloyLED.com

Call: 800.910.LEDS (5337)

Fax: 510.338.6173

®
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